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Following the fourth full sentence of this paragraph, ending with tremle pipe will then be removed 
from the hole " add 
"For the OU-2 Trenches and Mound Site Characterization Program, the following procedure will be 
utilized to abandon the shallow (less than 10 feet) direct push soil gas or subsurface soil sample 
locations in which groundwater was not encountered Plugging of these locations will involve slowly 
pouring dry bentonite pellets down the direct push hde, then hydrating with on-site Rocky flats 
potable water according to manufacturer's recommendations " . 
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It is not practical to tremie a liquid bentonite sluny down a 1" direct push hole 
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density of 9 9 pounds per gallon after mixing A mud balance will be used to check the grout 
density for each borehole pnor to pumplng The grout will be tremed usmg a sidedischarge 
treme pipe The treme pipe can be msed dunng grouting, but it will be mntamed at least 5 
to 10 feet below the upper level of the grout The grout will be pumped until any other fluids 
have been displaced from the hole and undiluted grout is observed flowing from the hole The 
trerme pipe will then be removed from the hole For the OU-2 Trenches and Mound Site 
Charactenzmon Program, the followmg procedure will be utilized to abandon the shallow (less 
than 10 feet) direct push soil gas or subsurface soil sample locations in which groundwater was 
not encountered Pluggmg of these locahons will involve slowly pounng dry bentonite pellets 
down the direct push hole, then hydrating with on-site Rocky Flats potable water accodmg to 
manufacturer’s recommendations After settlement of the bentodite grout, the hole will be 
cleaned out to a depth of approximately 3 feet and a cement bentonite grout will be placed 
from the ground surface to a depth of approximately 3 feet This cement bentonite grout cap 
will be installed after 24 hours or more to allow for pnmary grout settlement If the initial 
grout settlement is 3 feet or more, the upper grout surface will be rehydrated by adding water 
and waiting approximately 30 minutes pnor to placing the cement bentonite grout cap 
Alternahvely, the dehydrated grout may be removed A metal cap with the borehole ID and 
survey information will be embedded in the cement bentonice grout The following 
information will be inscnbed in the cap See the Field Sampling Plan (FSP) for survey 
requirements 
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